
The images reproduced in these pages are merely indicative representation of the finishes, please refer to physical samples.DuraSlat™ Brushed, colour: Jarrah

DURASLAT™

DuraSlat™ is a composite material made from reclaimed hardwood fibres and recycled plastic 

to look and feel like timber but requiring no finishing ensuring low maintenance. The unique 

properties of DuraSlat means it is soft to the touch and won’t leech tannins as hardwoods 

can. Resistance to warping, rotting, splintering and termites makes DuraSlat ™ ideal for the 

outdoor public space environment.

BRUSHED

BLACKBEAN

SILVERGUM JARRAHSAHARA

BATTEN PROFILE

CLEANING - Occasional cleaning with high pressure water jet (max 

1500psi) will enhance results. A fan tip nozzle should be used along 

with the proper cleaning product. Spray in the direction of the brush/

grain pattern. Cleaners with the following active ingredients are ideal 

to enhance results - phosphoric acid | oxalic acid | hydrochloric acid| 

sodium hypochlorite. Ensure you follow manufacturer’s instructions.

MAINTENANCE – Scratches and marks can be sanded out or removed 

with a wire brush (or will wear out over time), the brushed area will age 

and weather back to natural appearance within a few weeks. Always 

brush in the direction of the grain. Trials have shown it is possible to 

remove grakti paint with paint stripper.

CARE + MAINTENANCE QUICK QUIDE

FRONT

BACK

Has a textured “timber like” finish which does not easily show scu^s and scratches. The back of the batten 

is closer in appearance to the front side which makes it ideal for seats where backrests are visible. Brushed 

is ideal for locations exposed to rain and UV which helps it to ‘self clean’.  

FULL INFO

107106



The images reproduced in these pages are merely indicative representation of the finishes, please refer to physical samples.

DURASLAT™

DuraSlat™ is a composite material made from reclaimed hardwood fibres and recycled plastic 

to look and feel like timber but requiring no finishing ensuring low maintenance. The unique 

properties of DuraSlat means it is soft to the touch and won’t leech tannins as hardwoods 

can. Resistance to warping, rotting, splintering and termites makes DuraSlat ™ ideal for the 

outdoor public space environment.

Is the next generation DuraSlat with a high performance protective shell that wraps around the 

composite board front and edges providing excellent resistance to fading, staining, scratching, grakti 

and mould with increased ease of cleaning. Grain has a greater variation on the back of the slat than 

Brushed and increased resistance to food oils, making it ideal for bench and table settings in covered 

locations. Duraslat colours coordinate across both types and are often combined in the same projects.  

GRAIN BATTEN PROFILE

LAVA ROCKGRAVEL PATH TIKI TORCH

CLEANING – Occasional cleaning with warm soapy water and 

high pressure water jet (max 1500psi) will enhance results. A 

fan tip nozzle should be used. Spray the soapy and use a soft 

bristled brush to gently scrub the boards, and rinse soapy water 

o^ thoroughly to avoid leaving a film. Spray in the direction of the 

brush/grain pattern.

MAINTENANCE – Never sand DuraSlat Grain, doing so will damage 

the protective qualities of the shell and void your warranty. 

Never use acetone or other solvents on Grain DuraSlat ™.

CARE + MAINTENANCE QUICK QUIDE

FRONT

BACK
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